
Insulation Monitoring Devices are one of the most Insulation Monitoring Devices are one of the most 
important equipment of IT Systems. It detects important equipment of IT Systems. It detects 
insulation fault in the system by constantly insulation fault in the system by constantly 
checking the insulation resistance level between checking the insulation resistance level between 
phases and earth. At the same time, it controls phases and earth. At the same time, it controls 
the load current and the temperature of the the load current and the temperature of the 
isolation transformer in accordance with the isolation transformer in accordance with the 
IEC 60364-7-710 standard and ensures that the IEC 60364-7-710 standard and ensures that the 
warning system is started when it reaches critical warning system is started when it reaches critical 
values.values.

The device, which can indicate alarm situations The device, which can indicate alarm situations 
visually and audibly, has the feature of showing visually and audibly, has the feature of showing 
insulation fault, overload current and over insulation fault, overload current and over 
temperature information of the insulation temperature information of the insulation 
transformer both on its screen and with the LEDs transformer both on its screen and with the LEDs 
on it. It also transfers this alarm information to on it. It also transfers this alarm information to 
the Remote Alarm Indicator and the Local Alarm the Remote Alarm Indicator and the Local Alarm 
Panel, allowing there levant personnel to be Panel, allowing there levant personnel to be 
informed about the malfunctions.informed about the malfunctions.

The insulation monitoring device IMD 800 The insulation monitoring device IMD 800 
communicates with the insulation fault location communicates with the insulation fault location 
device (EDS 300), allowing the authorized device (EDS 300), allowing the authorized 
personnel to intervene faster with the fast detection personnel to intervene faster with the fast detection 
of anyinsulation fault based on line.of anyinsulation fault based on line.
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Technical Specifications

BrandBrand AktifAktif
Model IMD 800

Supply Voltage 24V AC

Frequency 50 / 60 Hz

Internal Resistance - Ri ≥240 kΩ
Insulation Measurement 
Range 50 kΩ … 750 kΩ

Insulation Measurement 
Resolution ≤1 kΩ

Insulation Measurement 
Uncertainty ≤%3

Response Time ≤2 sn
Current Measurement 
Range 0-50 A

Current Measurement 
Resulation 0,1 A

Temperature Sensor 
Types NTC, PTC Thermistor

Max. Supported Fault 
Detection Devices 4

Warnings Insulation, Over Current, 
Over Temperature

Fault Relay Types NO, NC

Visual Warning LEDs, LCD Display
Communication 
Protocol Modbus RTU

Cable Length ≤1000 m

Operating Temperature -5 °C … +55 °C

Compliance IEC 60364-7-710, IEC 
61557-8, IEC 61557-9

Şerifali Mahallesi Bayraktar Bulvarı Şehit Sokak No:5 Ümraniye 34775 İstanbul / TURKEY 

aktif.net                                            0 (216) 314 93 20                                         info@aktif.net              


